
Advanced CW, TDI, Color m
mode, ECG, PISA
Ports: USB, LAN, VGA, DVI, Video,
Remote
Ergonomic trolley (accessory box,
printer socket & probe holders,
optional: theft-proof lock)
Short-cut key function
Multi-language

Portable ultrasound

ECO 6

EBit Series.

EBit 50 EBit 30

Portable ultrasound

Tranducer selection for EBit 60

Lightweight at 7.5kg
15" LED monitor
Rotatable from 0° - 30°
Removable battery, 120 minutes
in active mode
Dual transducer ports (Built-in)
Probe holders
Q-image, Q-flow, X-contrast, Q-
beam and FHI

EBit 60

ECO Series.

Dual probe-holder
DICOM (option)
USB,VGA
Built-in battery of 2.5 hours
Unique LED to reduce eye fatigue
Rotatable LED monitor from 0° - 30° for
different viewing angles
Waterproof keyboard cover is also
designed for easy and quick access

Continuous Wave
(CW) Doppler

Tissue Doppler
Imaging (TDI) Triplex Auto IMT Function

Super Needle
ECO 5 ECO 3 ECO 2 ECO 1

Tranducer selection for ECO 6

*Tranducer selection differs for 
EBit 50 and EBit 30.

CHISON

Diagnostics Equipment+

CHISON
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